
Neoss Clinical Impression Procedure - Open Tray

1. Use the Impression Coping as supplied.
Note: The Neoss Impression coping is ‘self-seating’. This means that the screw will not 
engage the implant if the coping is not correctly seated. However a radiograph is 
recommended if there is any uncertainty or risk of soft tissue entrapment.

2. Expose the head of the implant – e.g. remove the cover screw or healing /
provisional abutment and ensure that the top of the implant is clear of any 
soft or hard tissue.

3. Place desired length impression coping and impression coping screw
(8, 11 or 18mm) onto the implant and tighten the screw – hand 
tightening is suffi cient, use the screwdriver and manual handle. 

4. Try-in the modifi ed impression tray (with a window previously 
cut in the area of the implant) and ensure that the tray is clear of 
the impression coping and the plastic tube extends  beyond the 
impression tray. The plastic tube may be reduced prior to taking the
impression.

5. Using a medium to heavy body impression material, inject around 
the impression coping and fi ll the impression tray.

6. Seat the impression tray and ensure the plastic tube(s) is clearly 
visible.

7. After the impression material has set, grasp the plastic sleeve with
tweezers and remove.

8. Using the screwdriver ensure that the impression coping screw has
been completely undone/disengaged from the implant and remove
the impression.

Note: Upon removal of the impression the implants are covered by replacing the 
healing/provisional abutment.

9. Using the screwdriver attach the implant replica to the impression
coping, ensure correct seating and hand tighten. Avoid twisting the
impression coping in the impression – DO NOT OVER TIGHTEN. 
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Patient information:

“All-in-one” impression coping set
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Neoss screwdriver = 
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and Machine Screwdriver 
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In a closed tray technique the impression coping remains seated when the 
impression is removed. Once the replica has been attached it is then re-seated 
into the impression. 

Note: This technique may be contra-indicated in cases where implant angulation is severe. 

1. Use the Impression Coping as supplied – remove the plastic extension 
tube.
Note: The Neoss Impression coping is ‘self-seating’. This means that the screw will not 
engage the implant if the coping is not correctly seated. However a radiograph is 
recommended if there is any uncertainty or risk of soft tissue entrapment.

2. Expose the implant – e.g. remove the cover screw or healing/provisional 
abutment and ensure that the top of the implant is clear of any soft or 
hard tissue.

3. Place the desired length impression coping and impression coping screw 
(8, 11 or 18mm) onto the implant and tighten the screw with the screw-
driver and manual handle. (Step 1)

 Position the Red Plastic Cap on the Impression Coping. The impression 
 coping needs to be properly oriented in the Red Plastic Cap, meaning that  
 the coping will slide without resistance almost completely down into the  
 cap before a fi nal push seats the coping. (Step 2)

Note: The impression cap needs to be properly oriented on the Impression Coping, 
the 2 fl at vertical sides help orientation so that the cap slides without resistance 
over the impression coping. 

4. Using a medium to heavy body impression material, inject around 
the impression coping and fi ll the impression tray.

5. Seat the impression tray.

6. When the impression material has set, remove the impression 
(the Red Plastic Impression Cap is ‘picked up’ in the impression).

7. Using the screwdriver unscrew and remove the Implant Level 
Impression coping.

8. The Implant replica (supplied with the impression coping) is 
screwed into the impression coping with the impression screw. (Step 3)

9. Reposition the Impression Coping with the replica attached back into the 
Red Plastic Cap in the impression (use the two fl at sides of the Impression 
Coping for alignment into the Red Plastic Cap).
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